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General Description 

This Chapter will show you how to construct the F1 empennage. This task is not difficult, and is considered the best start- 

ing point for those undertaking the assembly of the F1. You will be introduced to basic sheet metal working techniques, 

though some of you are already quite familiar with this particular set of skills. The sequence given is by no means the 

only possible sequence ñ you may find a different sequence more to your liking. 

The empennage is the most appropriate assembly to start with. As it is a grouping of independent sub-assemblies, it is 

possible to make a mistake on one particular sub-assy and correct this mistake without spending a great deal of money. 

 
 

As with the rest of this assembly manual, this chapter is continually being updated with current technical data and input 

from builders like you. Check the team Rocket website frequently for the latest updates and revisions. 

 
 

THE GOAL IS TO COMPLETE AND ACTUALLY FLY YOUR F1! To this end, the manual requires your active participation. Be- 

fore starting an assembly, read the entire chapter describing the assembly process. It may require reading the chapter 

more than once to understand the sequence and processes. As mentioned above, you will be introduced to typical air- 

craft assembly techniques ñ these techniques will be used throughout the airframe. 

 
 

Necessary tools 

There are few specialized tools necessary to complete the empennage assembly. Substitutions can be made in many 

cases, so purchasing these tools can be considered an option. The normal tools associated with general aircraft assem- 

bly are mainly what will be needed. Various companies sell this grouping of tools in kits, again with various additional 

tools available as options. 

 
 

You will need: 

metal cutting snips Avery Tool # 10741  

drill Marking tools 

file electrical tape 

measuring and marking devices nylon filament tape 

rivet gun c-clamps 

Bucking bars de-burring tool 

rivet squeezer 

dimple dies 

back riveting plate 

Avery Tool # 10745 
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Jigs & fixtures 

 
As you progress through the construction of the various sub-assemblies, you will be required to build various fixtures. 

 

The main fixture you will need will be constructed large enough to allow assembly of the horizontal stabilizer (this fixture is 

approx. 9õ long). A version of this fixture can also be used to allow easy skinning of the wings. Make the decision if you will 

want to use the stabilizer jig for this purpose ñ this will determine the fixture type and some of the fixture dimensions. 

 

 

CONTROL SYSTEM DEFLECTIONS: 

FLAPS: 40 DEG DOWN 

AILERONS: 12-14 DEG DOWN; 24-28 DEG UP 

RUDDER: 30 LEFT/RIGHT 

ELEVATORS: 28-30 UP; 22-25 DOWN 

TRIM TAB: 15 UP; 25 DOWN 

 

 

 

 
 

OPTIONAL PARTS VENDORS: 

Randy Pflanzer has put the lead counterweights into production. Contact him at: (f1rocket@comcast.net) to order a set. 
 

The Ray Allen Company has the elevator trim servo 5 conductor cable, and a trim position indicator is also available. Con- 

tact these folks at www.rayallencompany.com. Ray Allen Company also sells very high quality wing walk material. 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

PAINTING FIBERGLASS PARTS: 

All your fiberglass parts are subject to degradation from exposure to UV rays. Please keep this type of exposure to a mini- 

mum! 
 

We recommend PPG K36 for the first coat on all your composite parts. This is a high grade epoxy sandable filler/primer, 

and is compatible with the epoxy and vinyl ester parts as a first coat. Our experience has shown the lacquer-based sand- 

ing type primers are not optimal for the base coat. We recommend using PPG DP48LF for use as the finish primer/sealer 

ON TOP of the K36. 
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F-1 EMPENNAGE ASSEMBLY 

 

At this point, this manual changes from general information to specific building instructions for the empennage of your 

new airplane. We have tried to present the information in logical, step-by-step order. This DOES NOT mean that the con- 

struction sequence given is the only way to do things; depending on factors like available help, available space, or just 

personal preference, you might well alter some procedures with good results. Neither should you simply follow the in- 

structions blindly, one step at a time, without thinking ahead. 
 

Successful use of this manual requires your active participation. Before you begin building an assembly, READ THE EN- 

TIRE SECTION. Read it two, or even three times. Visualize the operations described, think about what might come next, 

and consider what consequence your actions might have. NEVER do anything in a hurry. A great deal of a homebuilder's 

time is spent staring into space, making odd motions with the hands as he (or she) imagines how things might fit to- 

gether. This is not wasted time! It is essential to forming a clear mental image of the task ahead. 
 

The empennage is a logical place to begin building. It consists of several independent structures, so even a major mis- 

take on one surface may be corrected inexpensively. It also gives a good introduction to building techniques and materi- 

als that will be encountered throughout the project. The stabilizer skins are some of the thickest in the airplane, the ele- 

vator and rudder skins, the thinnest. The methods of joining skeletal parts and attaching skins are typical of the entire 

airframe. 
 

FIXTURES 

 

Before you begin making actual airplane parts, you will need to build several fixtures. 

 

The largest is a H-shaped fixture that will hold the stabilizers, and later, the wings. The fixture has two main purposes; it 

establishes a vertical plane that becomes the reference for measurement and assembly, and it holds the different struc- 

tures in alignment during construction. This type fixture is shown in the photos. This H-shaped fixture is nothing more 

than two upright posts, set vertically between the shop floor and the ceiling (or tied to the floor only, as some commer- 

cially built fixtures are set up), with a horizontal crosspiece installed between them. Almost any material can be em- 

ployed: 4x4 wood posts, square steel tubing, Uni-Strut, and aluminum extrusions have all been used successfully. What- 

ever you choose, it should be straight, sturdy, and dimensionally stable (in some climates, wood may move or twist with 

changes in humidity). The fixture should be made so that it is easy to attach temporary hinge brackets or blocks without 

disturbing it. The uprights are set further apart than necessary for the stabilizers, in anticipation of using the same fixture 

for the wings. Temporary uprights are installed as needed for different assemblies. A straight line is drawn along the cen- 

ter of the crosspiece from upright to upright. Use a carpenter's level or plumb bobs to continue this line up the inside face 

of each upright. These lines define the reference plane. A taut wire strung above the crosspiece, on the centerline, makes 

a handy place to hang plumb bobs. Make the reference lines and points on this fixture as accurate as possible. Care here 

will pay off many times over as the project progresses. Place the fixture so that you have easy access to both sides and 

can walk around both ends. Holding the stabilizer skins against the underlying spars and ribs is easier if you use some 

'clothespin' type skin clamps available at many hardware stores. 
 

The tapered elevators and rudder are aligned and riveted in fixtures called assembly blocks. Drawings for these fixtures 

are provided with the empennage kit. 

 

ABOUT THE PARTS 

 

New machine technology has made it possible to for the factory to prefabricate the kit to a higher degree than before. 

The most dramatic improvement is the pre-punched pilot holes in many of the parts. These improvements will result in a 

significantly shorter time building times for many components. 
 

The pre-punched holes are deliberately slightly undersized, so parts must still be 'final drilled' in assembly to eliminate 

any slight mismatch and to bring the holes to final rivet size. Once drilled, these parts should be regarded as matched; 

i.e. when re-assembled, all parts should go back in the same places. While the hole patterns are so accurate that trans- 

posing parts would probably work in many cases, it is good practice to mark the relationship and orientation ('forward 
top', 'left top') of parts before taking an assembly apart for deburring, priming, etc. This general rule will apply throughout 

the airplane. 
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Many parts of the kit are coated with a thin layer of vinyl folia to prevent scratches. This vinyl may be left in place during 

drilling, fitting, etc. It must be removed for dimpling, the final edge clean-up, machine countersinking, and priming. This 

covering folia does have a drawback: the longer the vinyl is on the metal, the tougher it is to remove. We have found that 

applying heat with a hair dryer makes it come off much easier. 
 

In addition, there are some conventions when referring to parts of parts -- please familiarize yourself with these terms, 

and be able to use them when calling for support. Terms like 'flange' and 'web' have specific connotations and using 

them correctly makes the job of Team Rocket Support personnel much easier ñ AC43.13 is a good source for this type of 

information. Thanks! 
 

Letõs get started! 
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SUBASSEMBLY 1: THE HORIZONTAL STABILIZER 

ASSEMBLING THE REAR SPAR OF THE HORIZONTAL STAB. 

Begin building your new airplane by clearing a workbench and setting out both HS-003 rear spar channels and the HS- 

009 flange strips. You will need a FLAT work surface approximately 9 feet long to assemble the HS-003 spar assembly -- 

you may need extension pieces attached to your work table for this particular project. 
 

MAKE SURE THE SPAR ASSEMBLY TABLE IS FLAT: A SLIGHTLY TWISTED TABLE TO FORCE YOU TO BUILD A TWISTED 

PART!! 
 

Lay out the hole pattern on the HS-009 flange strips as noted in the drawings, omitting the rib attach and pivot bracket 

attach holes, and drill these holes to #40 for now. 
 

Draw a centerline on the spar assembly surface, long enough to extend past both ends of the spar (100 ò or so). Mark 

the centers of the webs at both ends of both HS-003 spar channels. Lay these channels onto the work surface, aligned 

with the centerline. 
 

An alternative method to assure a straight spar would be to use a string line (stretched OVER the spar web), instead of a 

straight-line drawn onto the work surface. This method id shown in the assembly photos. 
 

IMPORTANT: Check the spar total length after it is set up straight -- be sure the spar assembly will be 98 1/2ó long when 

finished. 

 

Lay the HS-009 flange strips inside the HS-003 spar channels, with the edge of the flange strip against, but not onto, the 

radius of the flanges formed onto the HS-003 spar channels (be sure the flange strips lay flat on the web of the spar 

channels). Check the spar again for alignment and length, and drill (#40) and cleco the 4 innermost attach holes for the 

flange strips as shown in the assembly photos. Drill and cleco additional holes near the pivot brackets, and also at the 

end of the 009 strips. These clecos will locate the 0009 strips correctly, and you can drill the remaining attach holes. 

When you have all the holes drilled to #40, you can drill the holes up to #30, keeping the 003 assy clecoed to the table 

as you proceed. 
 

Locate and clamp the inner half of the two outer elevator hinge brackets (HS-013). Check your measurements again, and 

check to be sure these are located on the centerline of the spar, and also square to the centerline, as marked. Drill and 

cleco these two brackets to the spar assy (and the work surface). Temporarily locate the inner half of both center elevator 

pivot brackets (HS-012). Using a string line thru the centers of the outer brackets (a centering device such as Avery p/n 

10745 [hinge alignment bushing] works well for this), align the center brackets with this same string line. Check your 

measurements again, and drill and cleco these two brackets to the spar assy (and the table). 
 

Remove the alignment string, and temporarily assemble the other sections of the HS-012 and HS-013 elevator hinge 

brackets to the sections already drilled & clecoed to the work surface, along with the appropriate rod end bearings, as 

shown in the assembly photos. This will set the correct spacing between the hinge bracket sections, and the outer brack- 

ets can be drilled and clecoed to the spar assy. 
 

Mark the brackets so they can be returned to the same positions. 

 

There are two HS-011 center pivot brackets. After priming these brackets (if necessary) cleco these around the flange 

bearing, and set the AN470AD4-7 rivets attaching the bearing to the brackets. Using the same string line method for 

checking the alignment of all 3 pivot points, drill (#30) and cleco the HS-011 assembly to the spar (again keeping the 

assembly on the centerline of the spar assy), then ream (to #12) the bolt holes that will attach the HS-011 bracket to the 

spar. 
 

NOTE: The non-plated steel hinge brackets will rust easily and must be primed. Any anodized or plated parts do not need 

priming. These anodized parts can be distinguished form regular aluminum surfaces by their slightly gray color, and 

smooth surface texture. Priming of alclad parts, and the other ribs and skins is optional, but is recommended. 
 

Double check that all parts are marked so that they can be returned to the correct positions, then disassemble the spar. 

Deburr all the holes in the spar components and finish the edges as described in AC43.13. 
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Deburr the holes you have drilled in the rear spar. This step is essential -- don't neglect it. Beginning builders often have a 

tendency to over-deburr. Remember, the ideas is just to break the edge around the hole. All holes should be deburred 

before priming and riveting. 
 

Locate the rivet holes in the rear spar that will attach the HS-006, HS-008 and HS-005 ribs. Put tape over these to pre- 

vent accidentally riveting these holes before the ribs are attached. 

 

Rivet the HS-009 bars to the HS-003 spar channels. (A rule of thumb found in aircraft construction handbooks says that 

the manufactured head of a rivet should go on the thinner piece) Riveting may be accomplished with either a gun or the 

squeezer, although you may find it takes a bit of 'grunt' to set -4 rivets with a hand squeezer. 
 

Rivet the HS-012 and HS-013 hinge brackets to the spar. Again, it is important that these steel brackets (if not plated) be 

cleaned and primed to prevent corrosion. Bolt the HS-011 center bearing to the spar. Torque values for the AN3 bolts can 

be found, along with other useful data, in AC43.13. 
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The rivet pattern is drawn 

onto the HS-009 doublers. 
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The HS-009 doublers are drilled 

and cloecoed to the work sur- 

face. 
 

It looks like Luis is set up to drill 

the VF-008 doubler after the 

HS-009 doublers are drilled. 

This sort of planning ahead can 

save many hours over the life of 

the project. 
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Once the HS-003 spar webs are 

set up correctly and clamped 

securely, you can position and 

drill the HS-009 doublers to the 

spars. Drill and cleco the parts 

directly to the work surface. 
 

Watch the end and center 

points to make sure the parts 

do not creep during drilling. 

 

 

 

 

Luis is setting up the work 

surface with a straight-line to 

make sure the aft spar ass- 

embly is constructed properly. 
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Use a tool or indicator de- 

vice to assure that the 

hinge brackets are square 

to the spar centerline be- 

fore you final drill these 

parts to the spars. 
 

(center hinge on the V Fin 

shown here) 

 

 

 

 

Here Luis is measuring the 

correct positions for the hinge 

brackets. As with the doub- 

lers, drill & cleco these parts 

to the work surface. 
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After one of the brackets is 

drilled to the spar, you can 

use a rod end as a spacer to 

locate the second bracket fro 

drilling. 

Page 15 Technical Support: mark@teamrocketaircraft.com 
Rev: 01 Mar 2004 

mailto:mark@teamrocketaircraft.com


 

 

 

 

 

 
 

 
 

 

 

 

 

 

 
The string line should pass 

thru the center of all the 

hinge brackets. Position and 

clamp the brackets using this 

line as a reference. 

 

 

 

 

A straight line is used again to 

locate the hinge brackets in 

the same plane. Be careful 

and proceed slowly during 

this critical operation. 
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This assembly is completely 

drilled to the proper size. It 

will be disassembled for de- 

burring and riveting next. 
 

Once the aft spar is assem- 

bled, it will be fitted into the H 

Stab fixture, and actually 

used as the fixture for the 

assembly of the fwd spar. 
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A drawing of the H Stab assy fixture. Hardware 

store 2 x 2 aluminum square tubing will work fine 

for assembling this fixture. The fixture brackets can 

be held with thru-bolts, or if the material is thick 

enough, you can drill & tap for the fasteners. Make 

up plates as shown to form the corners, or use cor- 

ner brackets from the hardware store. 
 

You will be putting considerable force on the fixture 

while drilling and riveting the skin to the skeleton ñ 

be sure to make your fixture sturdy enough to with- 

stand these forces without deformation. 

 
5/16ó threaded rod holds the tip ribs in position. 

 
You will also need a center upright to fix the front 

spar in the correct location ñ this can be another 

angle fixture made from the same material if de- 

sired. The same piece, with a different height di- 

mension, can be used during the assembly of the V 
 

Fin. 

 
NOTE: this same fixture will be modified to assem- 

ble the V Fin. The fixture brackets will be moved to 
 align with the fin pivot points, and the upright will 

be trimmed and re-mounted to properly locate the  
bottom of the fwd spar 

 

SHOP TIP: Extending the side pcs of the fixture to a 

30ó dim will allow a crossmember to be installed 

across the top of the fixture. This crossmember is 

handy for marking the centerlines of the ribs on 

both ends. 
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GENERAL H STAB FIXTURE SETUP & H STAB ASSEMBLY INSTRUCTIONS 

 

Make five brackets as shown in the photos (or purchase p/n 10741 from Avery Tool). Carefully locate and mark the 

bracket positions - they will mate with the hinges on the HS-003 spar - on the crosspiece of the jig. Use a taut wire drawn 

through the bolt holes to accurately position the brackets (or p/n 10745 from Avery Tool), then fasten them to the jig with 

the proper fasteners. 
 

Install a temporary vertical center brace on the jig (photo) so that it rests in the middle of the skeleton. Install the skele- 

ton in the jig by matching the hinges on the spar with the brackets on the crosspiece of the jig. Pin it in place with 

3/16ó (1/4ó through the center pivot) bolts installed in the hinge brackets. Use 1/4' threaded rod through the enlarged 

tooling holes to pin the HS-006 tip ribs to the jig upright. 
 

The rib centerlines should be aligned with a centerline drawn on the outer uprights. There are several ways to connect 

the rod to the post ñ the photos show a method that has worked well for many builders. The actual method doesn't mat- 

ter as long as it holds the rib firmly and accurately in place. Use nuts on each side of the tip rib and adjust it until the rib 

is square to the rear spar when viewed from the top. Tighten the nuts to hold it in place. 
 

Carefully true the skeleton so the ribs are all in the same chord plane, with the tips ribs vertical in both axis. 

 

Before you fit and clamp the skins for drilling, the skeleton should be pinned firmly in place. The centerline of the front 

spar should be on the span wise centerline, and all the spars should be straight; no bows or twists. Ideal dimensions of 

the skeleton are shown in the H Stab assy dwg, but this must be double checked. 

Page 19 Technical Support: mark@teamrocketaircraft.com 
Rev: 01 Mar 2004 

mailto:mark@teamrocketaircraft.com


 

 

 
 

 
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 
A closer view of the left side of the H 

Stab assy fixture. The corner plates 

are used at both corners, and also at 

the upright used to fix the front spar if 

desired. 
 

Hardware store corner brackets can 

also be used at the center upright ñ it 

is only important to locate and fix the 

spar so there is no built-in twist. 
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A closer view of the right side of 

the H Stab fixture. Only one 

bracket is used next to the cen- 

ter pivot. 
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ASSEMBLING THE FORWARD SPAR OF THE HORIZONTAL STAB 

 

Locate the HS-014 splice angles as shown in the H Stab Assy dwg. It is easier if the holes in these parts are predrilled 

before assembly. Pilot drill the holes in the HS-014 with a #40 drill bit. A fence may be clamped to a drill press table to 

keep the holes equidistant from the edge of the flange. DO NOT drill the holes that will attach the HS-004 and HS-005 

ribs, and also the areas where the attach fasteners for the HS-015 plate will be drilled. 
 

As shown on the following page, the HS-002 assy will assemble using the HS-003 assy (pinned in the jig, with the tip ribs 

clamped in place) as an assembly fixture. The width of the spar should be close to 97 3/32ó wide (check this by measur- 

ing between the HS-006 tip ribs, temporarily clamped to the rear spar assy. Match this inside dimension.), but you will 

need a 5 1/16ó high block in the center to support the area of the HS-014 angles (see the assembly photos, following 

page). As with the rear spar channels, mark the centers of the webs at both ends. 
 

Clamp the HS-014 angles to the HS-002 channels, and check the assembled spar dimensions & alignment. The H Stab 

dwg shows the overall spar dimensions, and the HS-014 drill pattern drawing (following page) shows the distance be- 

tween the flanges (3 5/32ó). The HS-002 spars are shipped with the ôtongueõ area a bit long ñ trim this area to fit (A 

1/16ó gap between the inboard ends of the HS-002 channels is acceptable). It is not critical that the edge of the 'tongue' 

of the HS-002s extend to the very edges of the HS-014 angles; but there should be the standard two diameter distance 

between the center of any holes and the edge of any piece. 
 

After checking to be sure that the spar is indeed straight with the centerline as drawn for the rear spar assy, drill the HS- 

014 angles to the HS-002 spar channels. Disassemble, deburr, prime as desired, and rivet this assembly together. 

 

NOTE: The center rivets (inboard of the root ribs) are all AN426AD4 rivets with the FLUSH HEADS AFT (this allows the HS- 

015 attach plate to be bolted to the spar without interference). 

 

Remember to dimple the HS-002 and machine countersink the HS-014 .... the .032 spar channel is too thin to counter- 

sink for 1/8' rivets. (While both dimple countersinking and machine countersinking are methods of countersinking, the 

term 'dimpling' is used to mean using dimple dies to form the countersink, while the word 'countersink' means using the 

machine countersinking tool to actually remove metal.) 

 

 

 

 

 
 

The properly prepared HS-014 pcs will 

look like this. 

 

Note that the drill pattern is not sym- 

metrical ñ this stab will have a definite 

top & bottom before it is pulled from 

the fixture. If desired, you can make the 

drill patter symmetrical, and determine 

top/bottom of the sub-assy after it is 

pulled from the fixture & inspected. 
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COMPLETING THE SKELETON OF THE HORIZONTAL STAB 

 

It is time to mate the HS-002 front spar channels to the rear spar and rib assembly. Draw centerlines on all the flanges of 

all ribs and spars. Use the dimensions on the H stab assy dwg to locate the HS-008 center main rib on the HS-002 front 

spar, and the position of the front spar ends on the HS-006 tip ribs. 
 

Clamp the front spar in place and double check all dimensions. 

 

The simplest way to be sure that the skeleton is aligned correctly is to use an HS-001 skin as a template. Slip a skin over 

the skeleton and clamp it to the rear spar. The HS-006 tip ribs should be perpendicular to the rear spar. If the front spar 

is too long and forces the tip ribs apart, the flanges at the ends should be removed and new ones, fabricated by the 

builder, riveted on in the correct position. If the spar is too short, shims may be added. 
The center ribs may be poked and prodded into place. 

 

Drill the front spar to the ribs. After deburring and priming, the spar and ribs may be riveted together. NOTE: If you prefer 

to use solid AN rivets to join the HS-007 ribs to the skin, DO NOT rivet the HS-004 nose rib and front flange of HS-005 to 

the spar at this time. Leave them clecoed in place so that HS-004 nose rib may be removed, allowing access for bucking 

the rivets in the HS-007 rib. 
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ASSEMBLING THE SKELETON OF THE HORIZONTAL STAB. 

 

Details of the horizontal stab skeleton are shown on the H Stab assy dwg. 

 

Prepare the HS-004, HS-005, HS-006, HS-007 and HS-008 ribs by checking for any burrs around the lightening holes, 

and along the rib flanges. Carefully remove any burrs, being careful to not remove the anodized coating. 

 

Make sure that the rib flanges are perpendicular to the rib web (or parallel to the skin sfc), so that they will mate correctly 

with the skins and the rear spar. Adjust with hand seamers as necessary. The flanges of the ribs that mate with the front 

spar should be bent to an angle closely matching the sweep of the spar. Drill out the forward tooling holes in HS-006 tip 

ribs to 1/4'. 
 

Clamp the HS-006 tip ribs in place, centering them on the spar as shown in the photos (Center the ribs on the spars as 

shown using 2 short lengths of formed angle). 

 

The Typical Rib-Spar Detail and other details on the assy drawings show rivet patterns used to join ribs and spars. These 

patterns may be altered slightly to fit the situation -- think before you drill. Check the overall distance between the 006 

ribs as shown on the H Stab assy dwg, then drill the ribs to the spar and cleco them in place. 

 

Locate the HS-005 and HS-008 ribs on the rear spar. Clamp them to the rear spar assembly, again using the method 

shown in the photos to center them on the spar. Drill the ribs to the spar, then remove and deburr, then rivet them to the 

rear spar. 
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Short lengths of angle are used as 

shown to center the rib on the spar 

(typ). 
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The center ribs are set 90 deg to the 

aft spar webé 

 

NOTE: notice the center brace welded 

to the fixture in this series of photosñ 

be sure that your center brace is very 

sturdy, so your stabilizer does not end 

up with a built-in twist. 
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This shot shows the center section of 

the fwd spar, and the setup of the root 

main ribs. The center & root nose ribs 

will be added next, also using the small 

angles for centering the ribs on the 

spars. 
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Locate & drill the fwd flanges of the 

center main ribs... 
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Then locate & drill the center nose ribs. 

Note the use of the small angle pcs to 

center the rib. 
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Clamp the nose rib in place, and back- 

drill through the existing holes into the 

rib flanges. 
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Luis is using a level set up with spac- 

ers to check that the tip rib is verti- 

cal. 
 

Note the spacers clamped to the 

level. 
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In this photo, Luis is marking the 

centerline of the center ribs on the 

fixture. As this line is plumb, the 

level can be used to mark this rivet 

line on the skin. 

If you have made your fixture with 

the optional top crossmember, you 

would mark the extended centerline 

onto the top crossmember also. 
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A detail shot of the HS-014 

attach angle. The arrows indi- 

cate where this part should 

have the flange trimmed 

1/16ó short of the edge of 

the flange of the root leading 

edge rib. 

 

 

 

 

 

 

 
 

 

 

 

 

Photo courtesy Paul & Gerti 

Vander Schuur 

 

 

 

 

 

Two photos showing 

one method of securing 

the HS-007 fwd ribs. 
The fixture is a simple 

block of 2x4 cut with 

the proper angles. #30 
Clecoes thru both the 

rib and the spar hold 

things in alignment. 

 

 

 

 

 

 
 

 

 

 

 

 

 

 

 

 
Photos courtesy Tom 

Hall 
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This page shows a couple of 

photos from a builder. Note 

the clever method for holding 

the skins to the skeleton of 

the H Stab ñ looks like sev- 

eral 1x2 pieces with all- 

thread at the ends, allowing 

for easy re-positioning and 

good clamping all along the 

spars. 
 

Iõd say this is one of those 

instances where you would 

smack yourself on the fore- 

head and say ò Why didnõt I 

think of that?ó 

 

 

 

 
These photos courtesy Paul & 

Gerti Vander Schuur. 
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ATTACHING THE SKINS 

 

You will need several spring type clamps or small c-clamps to clamp the skins to the skeleton. 

 

Mark centerlines on the flanges of all the ribs and spars of the skeleton. All the flanges on the F1 are minimum 5/8ó 

wide, so a simple marking tool will be useful throughout the project. Extend these centerlines onto the various parts of 

the H fixture (both sides, and the top and bottom), so you can locate these centerlines again with the skin clamped over 

the skeleton (you will drill thru the skin, into the ribs & spars). 
 

Put some layers of electrical tape over the leading edges of the ribs, to minimize the possibility of scratching the inside 

of the skins. Of course, remove this tape before you rivet the skins in place. 

 

Slip the HS-001 stabilizer skins over the skeleton (SET THE ROOT EDGE OF THE SKIN FLUSH WITH THE FLANGE ON THE 

ROOT RIBS) and hold them in place with the C clamps or spring clamps along the rear spar and root ribs. Using the ex- 

tended centerlines drawn onto the H fixture previously, you can easily lay out the rivet centerline and correct rivet spac- 

ing. Note how we used large welding clamps to hold the wooden stringers along the front spar. Other methods are avail- 

able to hold the skin in this area too. 
 

After you have enough holes drilled (on the first side) that the skin wonõt shift, you can temporarily release the other 

side so you can check where your holes are coming thru the spar and rib flanges. 

 

The suggested drilling sequence starts at the intersection of the HS-008 center rib and the front spar and proceeds (on 

the spar) both outward toward both the root and the tip, and up down along the center ribs. Check frequently to make 

sure the centerlines of the ribs and spars are visible through the holes; you can gently prod the ribs and spars into line 

if need be. Put clecoes in every second or third hole as you drill them. When you are finished with one side of both 

skins, you will secure the second side for drilling. 
 

SHOP TIP: When drilling along the aft spars, remember to hold min ED from the aft edge of the spar flange, and 

also watch the rivet spacing around the hinge brackets. Put the rivet holes where you will be able to dimple and 

squeeze the rivets without interference. If you do get a hole in the spar where it cannot be safely dimpled, it is 

permissible to machine countersink for these rivets. 
 

SHOP TIP: You will notice that the skin does not want to conform to the fwd spar -- a simple tool to clamp the 

area would be 2 pieces of 1 x 2 wood held against the skins just below the fwd spar, clamped together using 

clamps as shown on either the facing or the following page. 

 

When drilling is complete, mark the trailing edges for trimming (the dimensions are shown on the H Stab assy dwg). You 

may need to file some additional material from this edge later, when checking the elevators for proper deflection an- 

gles. Now you can remove the skins and deburr all the holes in both the skin and the skeleton. 

 

It is possible to prepare the skeleton for riveting in the jig, dimpling it with a squeezer. The rivet holes in the skins are 

dimpled using the C-frame dimpling tool. The edges of the skins are smoothed with sandpaper or a Scotchbrite wheel 
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We have different clamps for holding 

the skin in place. Be careful to NOT 

drop a clamp like this onto the lead- 

ing edge of the stab! 

Luis has transferred the centerlines 
onto the skin, and is already drilling 

the skin to the spars & ribs 
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LOOKING AHEAD: The empennage fairing will need fasteners in the area of the inner skin rivets as shown. You can install 

2 K1000-08 nutplates now ñ these are not easily reached after the elevators are in place. 
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DIMPLING THE SKINS 

 

SHOP TIP: Dimple the skeleton first, so you can see which holes cannot be dimpled. These holes will then be ma- 

chine countersunk in the skin ñ clearly mark these holes on the skin so you do not dimple these particular holes 

during the dimpling process. 
 

Likely you will find that the fwd holes in the ribs cannot be dimpled cleanly ñ machine countersink these. If you have not 

placed the holes in the area of the 4130 pivot brackets exactly right, these will also be machine countersunk. In addition, 

if you have placed holes where a rib overlays a spar (double thicknesses of metal), this cannot be dimpled correctly ei- 

ther. 
 

After dimpling, prime the inside of the skins, if desired. Remove the nuts from inside the tip ribs, re-bend the stab skins 

as noted below, then replace both skins, inserting clecoes in every second or third hole. 

 

NOTE: The factory bend in the stabilizer skins is not quite tight enough to allow a smooth profile after riveting, 

but it DOES make your job of deburring and dimpling much easier. So, before riveting the skin to the skeleton, 

you must close the bend at the leading edge of the stabilizer and fin skins. First, using nylon filament tape, tape 

the trailing edges together (watch the corners for proper alignment). Lay a 5õ long piece of 1x8 (or wider) lumber 

on top of the skin, about where the front spar will locate. Apply enough force to the board to close the leading 

edge bend to 50 degrees or so. The alloy used will have quite a bit of ôspringbackõ -- you will likely be surprised by 

the amount of force required to get the proper bend angle. In addition, it may be necessary to form a bit more 

curve in the skin just aft of the leading edge. Using a section of 2ó dia. Sched 80 PVC pipe, with the skin laying 

on top of a section of approx 1/2ó thick carpet, forming this additional roll is quite easy. 
 

Riveting begins on the upper surface of one skin, at the intersection of the front spar and HS-007, and works outboard 

along the spar. Riveting the skins will follow the procedure you used for drilling: while riveting the first side of the front 

spar, all the clecoes on the other side may be removed so that the skin is open enough to reach in with the bucking bar. 

Squeeze the rivets along the HS-006 tip rib and the HS-003 rear spar after the assy is removed from the fixture ñ it is not 

necessary to squeeze these rivet at this time. Rivet the HS-007 rib to the first side of the skin also. 
 

Cleco the first skin back down on its second side. Rivet the opposite skin upper surface to the skeleton, using the same 

technique. 

 

When riveting the second side of the skins, the clecoes must be removed along the rear spar just enough to allow an arm 

and a bucking bar to get through to the rivet tails. 

 

Rivet the second side of the front spar from HS-008 to the outboard tip. Move inboard and rivet HS-008 and the remain- 

ing section of the front spar. After riveting both sides of the skins, the entire side of the spar and ribs HS-008, if the HS- 

004 root rib is not riveted to the spar, it may be removed temporarily to allow bucking solid rivets on both sides of HS- 

007. Otherwise plan on using blind rivets on the second side of HS-007. (The difference is cosmetic, not structural). 

 

At this point, the stabilizer is rigid enough to remove from the jig if it is handled carefully. When the stabilizer is out of the 

jig, the rivets along the rear spar and tip ribs can be reached with a squeezer. 

 

After riveting, the aft portion of the outboard ends of the skins can be filed flush with the tip ribs if there is any mismatch. 

Be sure not to cut or file away the forward section! The fiberglass tips must rivet to that area. 

 

Congratulations! You've finished the first major sub-assembly on your new airplane. 
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SUBASSEMBLY 2 
 

Construction of the Vertical Fin is very similar to the horizontal stabilizer. 

BUILDING THE REAR SPAR OF THE VERTICAL FIN 

Begin by marking the hole pattern on the VF-008 plate as shown on the V Fin Aft Spar assy dwg, again omitting the pivot 

bracket and rib attach holes. Drill this pattern to #40 for now. 
 

NOTE: This is a good time to deburr the edges of the VF-008 plate and the VF-021 doubler. The supplied edges 

are not suitable for assembly ñ smooth these edges until they will not snag your fingernail, and radius the edges 

slightly. 
 

Using the pre-punched holes in the 008, align, drill & cleco the 003 spar & 008 reinforcement plate to the work surface. 

As with the aft spar on the H Stab, this assembly will be drilled and clecoed to a flat work surface. 
 

Using a variation of the H Stab aft spar hinge bracket installation procedure, cleco the upper sections of the lower VF-010 

and center VF-011 brackets at the pre-punched hole locations. Align and drill these two bracket to the spar assembly. A 

ruler can be used as an alignment tool as shown in the photos. Locate, align, and drill the second side of each bracket, 

using the correct rod end as a spacer. 
 

NOTE: The VF-01O hinge brackets have two holes missing from the pattern. Use the holes in the spar channel as 

guides and back-drill the entire six hole pattern through both hinge brackets. The corner holes in the lower 

VF-01O will be drilled up to òDó size for fuselage/stabilizer attach fasteners later, in assembly with the fuselage. 

 

Use the same alignment bushing and string method to align the top VF-012 hinge bracket. Again, use the correct rod end 

as a spacer to locate the second VF-012 bracket. 

 

Drill all the pilot holes full size, shifting clecoes as necessary, then mark the parts so they can be reassembled the same 

locations later and take them apart. 

 

Deburr all holes and edges. Refer to the V Fin assembly drawing, and dimple the lower holes in VF-003 that will accept 

the flush head AN426AD4 rivets attaching VF-008. 

 

NOTE: the .032 material of VF-003 spar is too thin to countersink for 1/8' diameter 426AD-4 rivets, so it must be 

dimpled. 

 

Machine countersink VF-008 to accept the dimples in VF-003. 

 

SHOP TIP: A piece of .032 scrap material with a dimple in it may be used to test and set the depth of the micro 

stop countersink -- work up to the correct depth cautiously. 

 

Deburr the edges and holes of all parts and prime components as desired. The steel hinge brackets VF-01O, VF-011, VF- 

008 and VF-012 must be primed, if these are not supplied plated. 

 

Cleco the rear spar together as shown on the V Fin assy dwg, including the hinge brackets. Mark the rivet holes that will 

attach the VF-004, VF-007 and VF-006 ribs so you do not put rivets in these holes. 
 

Rivet the rear spar together. 

Page 41 Technical Support: mark@teamrocketaircraft.com 
Rev: 01 Mar 2004 

mailto:mark@teamrocketaircraft.com


 

 

 
 

After you have drilled the 
marked holes in p/n VF- 
008, clamp and cleco it 
into position on the VF- 
003 spar. You will be able 
to cleco it near the bottom 
thru the pre-punched 
holes, but you will need to 
center the upper portion 
and drill a hole to insert a 
second cleco as shown. 
Drill a series of holes be- 
tween the initial clecos to 
assure no relative move- 
ment, and drill the remain- 
ing holes to #40. Donôt 
drill any to #30 yet. 
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Position, clamp, and drill 
the lower pivot brackets 
(VF-010) in place. 

 

Use the pre-punched 
holes in the VF-008 for 
proper positioning. 

 
Similarly, position the 
VF-011 center pivot 
bracket as shown, and 
drill the VF-011 center 
bracket attach holes to 
#30. 

 
You will use these two 
sets of brackets to posi- 
tion the upper hinge 
brackets (VF-012). 
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Use a square ended de- 
vice to assure the 011 
brackets are square with 
the centerline of the spar 
and each other before 
drilling the outboard at- 
tach holes/ 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 

Page 43 Technical Support: mark@teamrocketaircraft.com 
Rev: 01 Mar 2004 

Set the upper pivot bracket 
(VF-012) in approximate 
position. Use p/n 10745 
(alignment bushings) from 
Avery Tool to check that 
you have all three hinge 
points in line, then clamp 
and drill the upper 012 
bracket to the spar, using a 
#30 drill bit. 

 
You might consider order- 
ing p/n 445 (temporary as- 
sembly pins) from Avery at 
the same time ð these will 
help when installing the 
rudder & elevators to the 
stabilizers. P/N 408 is also 
a handy tool for adjusting 
the hinge rod ends. 
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Detail shot of the upper VF- 

012 with the alignment 

bushing and thin string in 

place. Maintain the proper 

distance from the top of the 

spar (as noted in the V Fin 

dwg), and center the 012 

bracket by watching the 

string in the pivot hole of 

the 011 center bracket. 

Clamp & drill the 012 
bracket when the string 

passes thru the exact cen- 

ter of the hole in the 011 
bracket. 

 

Caution: be sure to align the 

012 bracket with the cen- 

terline of the spar as was 

done with the 011 brackets. 

 

 

 

 

 

 

 

 

 

 

 
 

Technical Support: mark@teamrocketaircraft.com Page 44 
Rev: 01 Mar 2004 

This photo shows the align- 

ment process of the V Fin/ 

rudder pivot brackets. 
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Once you have the top 012 
bracket drilled to the spar, 
you can simply use the cor- 
rect rod end (GMM-3M-670) 
as a spacer to position the 
opposing bracket for drilling. 

 
Shop tip: use enough 
washers so the nylon lock- 
nut does not fully thread 
onto the bolt. 

 
After you have both 012 
brackets drilled to the spar, 
drill the remaining 008/003 
attach holes to #30. Re- 
member that the rivets be- 
low the upper fuselage at- 
tach holes (at approx 12ò 
from the bottom of the spar) 
will be AN426 rivets, flush 
on the fwd side of the spar. 
Machine countersink the 
008 doubler, and dimple the 
003 spar, for these rivets. 
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ASSEMBLING THE FRONT SPAR 
 

Refer to the drawing above, and the pictures on the facing page: Drill & rivet the VF-021 doubler to the VF-002 front spar, 

using 1ó sp above where the rib attach holes will be located. Do not drill the holes which will attach the VF-005 & VF-004 

ribs to the spar at this time ñ drill these in assembly 
 

Additional AN426AD4 rivets will be positioned below the rib attach as shown above in the VF-021 drill pattern drawing. 

Like the lower rivets in the V Fin aft spar, these will be flush on the aft side of the spar to facilitate the connection with 

the HS-015. As with the VF-003/008, d imple the thinner spar material and machine countersink the VF-021. 
 

IMPORTANT: Drill the holes for the AN3 bolts at the HS-015 attach IN ASSEMBLY with the HS-015 as noted on 

the drawing. Do not pre-drill these holes at this point. 
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This photo shows a com- 

pleted VF-021/VF-002 

assy. This builder has also 

marked the bolt hole loca- 

tions which will not be 

drilled until assy with the 

HS-015. 
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A detail shot of the lower 

area of the VF-002 assy. 
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THE V FIN FIXTURE 

 

The V Fin assembles on a fixture made from one half of the H Stab fixture. The pivot attach brackets will have to be repo- 

sitioned to match the fin pivot brackets, and a fwd spar attach bracket will have to be fabricated (as shown). 

 

Pin the skeleton to the fixture, and clamp the 002 spar to the bracket. Drill out the forward tooling hole in the VF-006 tip 

rib to 1/4ó and attach this to the fixture as you did with the H Stab tip ribs. Check the tip & root ribs to be sure they are 

parallel (be sure the chord lines of these two ribs are parallel, so the fin will have no twist when finished). 
 

Check the fwd spar/root rib locations to be sure these match the drawing ñ note the 3 5/32ó dim along the fwd side of 

the fwd spar to locate the root rib. 

 

NOTE: If you plan a small camera mount or a strobe or other electrical installation on the vertical stabilizer, be 

sure to provide for the necessary wiring runs and access details before the stabilizer skin is riveted on. A wiring 

conduit like will be installed in the wing will also work in the fin, and can easily be installed after the fin is com- 

pleted. 
 

FINISHING THE VERTICAL FIN 

 

Check all the dimensions of the skeleton while it is in the jig and mark centerlines on all the ribs and spar flanges. Extend 

these centerlines onto the jig (as you did with the H Stab) for later transfer onto the VF skin when it is placed onto the 

skeleton. 
 

Slip the VF-001 skin over the skeleton and clamp it in place. Transfer the rib and spar centerlines onto the skin, and then 

mark the rivet pattern (~ 1 1/4ó sp). Drill the holes for the rivets that will attach the skin to the skeleton. 

 

SHOP TIP: Rudder counterbalance cutout: the dimensions of this cutout can vary slightly. Of course, all builders 

want a good fit with even spacing between the parts ñ we do not call out exact dimensions for the cutout for 

these reasons. We recommend that you leave approximately 1/8ó of skin protruding above the edge of the tip 

rib, and measure 6 1/4ó from the spar web fwd to the aft edge of the cutout. Trim these edges when fitting the 

rudder. 
 

Allow the skin to protrude 2 3/8ó above the rib flange where the fiberglass tip will eventually attach, and trim this 

flush with the upper edge of the counterbalance while the rudder is being fitted to the fin 

 

Remove the VF-001 skin, deburr the holes and edges, dimple and prime. Bend the leading edge as you did with the H 

Stab skins. Use a squeezer to dimple the holes in the skeleton. Replace the skin with clecoes in every other hole on one 

side. Begin riveting on the forward spar at the intersection of VF-007 and work toward the tip. When that is finished, be- 

gin at the same place and rivet along the front spar toward the root and along the VF-007 rib toward the rear spar. Move 

to the other side, and cleco the second side of the skin to the skeleton. Clecoes will have to be pulled from the root rib 

and the main spar and the skin peeled back for bucking access in the same pattern as the horizontal stabilizer. Finish by 

riveting the skin to the rear spar with the rivet squeezer. 
 

Congratulations! Both stabilizers are now complete, and it's time to start on the control surfaces. 
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ASSEMBLING THE SKELETON OF THE VERTICAL FIN 

 
 

Prepare the ribs VF-004, VF-007, VF-006 and VF-005 just like the ribs in the horizontal stab. Locate and drill these to the 

rear spar. Refer to the V fin assy dwg for the placement of the VF-002 front spar on the VF-006 tip rib, referenced from 

the 003 spar web. Mark this location. The V fin assy dwg also shows the position of the VF-007 and VF-004 ribs on the 

VF-002 spar ñ mark these locations also. Clamp all three ribs to the VF-002 front spar, using the alignment procedure as 

shown, and drill. 
 

Locate and align the VF-005 rib on the VF-002 front spar. The same rivets that attach VF-004 to VF-002 will also hold VF- 

005. Clamp VF-005 in position, remove VF-004 for the moment and back drill through the rivet holes. After deburring and 

priming, rivet the skeleton together by riveting the ribs to the rear spar, and then, the front spar to the ribs. 
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Locate, align, and drill the 

ribs to the aft spar as 

shown. 
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As with the H stab ribs, use 

small strips of metal to 

align the ribs with the spar 

before drilling. 
 

NOTE: the placement of the 

center rib against the fwd 

spar is not critical ñ 

(13 3/32ó is shown in the 

drawing) ñ more important 

is to place the rib so the 
spar is not forced into a 

curve. It is allowable to let 

the center rib run at an an- 
gle to keep the front spar 

straight. Be sure to note the 

measurement of the fwd 
end of the center rivet line 

from a reference point on 
the fixture, so you will be 

drilling in the correct loca- 

tion for these rivets. 

 

 

 

 

 

 

 

 

 

 

Page 51 Technical Support: mark@teamrocketaircraft.com 
Rev: 01 Mar 2004 

The skeleton should look 

about like this now... 
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The fin root rib must also 

be held with its chord line 

vertical, and in alignment 

with the tip rib. We have 

trimmed a small piece of 

plywood to fit exactly into 

the root center rib, and we 

will position this piece of 

wood to hold the rib in 

alignment while drilling and 

riveting. 
 

You can certainly use an- 

other method ñ just be 

sure to hold the rib securely 

in alignment. 
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Another view of the root 

rib fixture. A second clamp 

will be added when the 

skeleton final alignment is 

set.A 
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Your setup should closely 

resemble this photo at this 

point. 
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In final assembly, the fin 

will need 2 K1000-08 nut- 

plates, positioned as shown 

in these photos from the 

final assembly chapter, to 

attach the empennage fair- 

ing. The nutplate is cen- 

tered on the lower rivet line, 

5 5/8ó or so fwd of the fwd 

face of the V Fin aft spar 

web. You can install this 

fastener now. 
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SUBASSEMBLY 3: THE RUDDER 

 

The rudder and elevators are quite different than the surfaces you have built up to this point. Instead of having internal 

ribs to support the skins, there are ribs only on each end. Stiffeners, made of aluminum angle and riveted to the skin (but 

not the spar), help the skin keep its shape. The skins themselves are only 0.020ó thick and are very easy to damage 

through careless handling. Laying a rudder or elevator skin on even a small drilling chip or other piece of debris can re- 

sult in a dimple that can't be removed. Gripping an edge too tightly or lifting the skin from one end can cause an unsightly 

crease. Handle these skins with care: lift them from both ends and always keep the surfaces you lay them on spotlessly 

clean. 
 

It is important to align the skin and the skeleton carefully before drilling the holes for the rivets that will join them, par- 

ticularly along the spar. The rudder (and elevators) must be symmetrical around the chord plane, without any twists or 

bows. The fixture described below provides a simple way to align the structure, and serves as a convenient 'holder' for the 

rudder assembly during drilling and riveting. 
 

THE CONTROL SURFACE FIXTURE 

 

The rudder is best assembled in the assembly block fixture shown in the drawings and photos. The object of this fixture is 

to keep the rudder straight by holding the lengthwise centerline of the tapered spar and the line of the trailing edge in the 

same (chord) plane. The fixture shown is designed to mount on a flat, level surface. This means flat and level... if it is not, 

the fixture can build a twist into the part. If the available surface isn't good enough, it is possible to shim the fixture so 

that it aligns properly, using a good carpenters level. The photos show the cradle mounted on a worktable, but the cross- 

piece of the empennage fixture or any level, flat surface will do. 
 

Cut pieces of material as shown. The important dimensions are the width of the cutout at the top, and the location of the 

saw kerf that will hold the trailing edge. Attach 8 x 10 metal shelf brackets, or a 2x4 reinforcing blocks, to each fixture 

block. Mount the blocks on the table (the correct distance between them is shown on the fixture block pages). Use a 

square to assure that the block is perpendicular to the table surface and square to the line. Use screws or angle brackets 

to fasten the blocks in place. When you are finished, the blocks should be square to the centerline on the table and per- 

pendicular to the tabletop, parallel to each other, and firmly attached. Additional stiffeners of 1 x 2 or light metal angle 

may be nailed along the sides to connect the end pieces and stiffen the cradle. Remember, the rudder can only be as 

straight as the cradle it is built in. 
 

FITTING THE STIFFENERS TO THE RUDDER SKIN 

Put the R-001 rudder skin on your work surface, trailing edge away. Refer to the rudder assembly drawing for the position 

and length of the stiffeners on the inside of the R-001 skin. They should be at right angles to the R-002 rudder spar, not 

the leading or trailing edge of the R-001 rudder skin. To make a reference mark to allow correct positioning of the stiffen- 

ers, clamp the R-002 rudder spar to the rudder skin. Mark the aft face of the spar on the inside of the skin. This line will 

give a reference for determining the positioning and length of the stiffeners. 
 

Determine the length of the various stiffeners. Measure from fwd bend of the joggle to the aft face of the R- 002 spar 

web or the line on the skin, then allow for a minimum of 1/8ó clearance at both ends (likely youõll have considerably more 

if you trim the stiffeners for proper edge distance at each end). Remember to offset the stiffeners on one side as shown 

on the rudder assembly drawings-- this is done so that if a stiffener does make contact with the opposite side, it will hit 

another stiffener, rather than crease the thin skin. A good trick is to mark both sides of the stiffener, using a solid line for 

the web and a dashed line for the free edge. This will show you both position and orientation. Make the stiffeners from 

the 025 x 5/8 x 5/8 material as provided, with the taper as shown on the drawings. Do not make left and right versions 

of each stiffener ñ the left and right stiffeners of each length appear to be the same. 
 

Note in the photos how we drilled the stiffeners thru the pre-punched skin. The support blocks are simply lengths of 1x2, 

set apart just enough to hold the stiffener. Be sure the line and cross mark are positioned correctly before drilling the 

stiffener. Mark each stiffener as you drill it, so it can be riveted to the same location. 

 

The remaining skin (and the elevator skins) will be assembled using the same techniques -- it is a mirror image (with the 

stiffeners flanges reversed as mentioned above). 
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FITTING THE STIFFENERS TO THE SKIN 

 

This procedure applies to the elevator stiffeners too. 

 

To achieve the proper offset at the stiffeners, you will make the rivet line 5/16ó from the FLANGE of the stiffener (not the 

edge). This will remove the possibility of incorrect assembly due to production tolerances in bending the metal to form the 

stiffeners. While drilling the stiffeners to the skin, you will keep the 5/16ó offset line aligned with the rivet centerline 

marked on the inside of the skin. Mark a locating cross line at the location of the rivet nearest the spar on each stiffener 
( 1/4ó from the fwd end of the stiffener). 

 

STIFFENER LENGTH: trim the stiffeners so they extend past the fwd and aft rivets 1/4ó-5/16ó. This applies to the elevator 

skin stiffeners too. 

 

Arrange the stiffeners according to their position on the rudder skin. Number both the stiffeners and the skin so you are 

SURE the correct stiffener will end up where it belongs. We recommend that you mark a large arrow on the first skin 

pointing towards the TOP. Mark a similar arrow on the second skin, only with the arrow pointing towards the BOTTOM. 

When drilling the stiffeners to the skins, be sure the stiffener flanges match the direction of the arrows. 
 

Set of 1 x 4 blocks, set up as shown above photo, will be useful in drilling the stiffeners to the skins. Lay the stiffener into 

the center of the blocks, and lay the skin over the stiffener. Arrange the skin so you can see the line marked on the stiff- 

ener flange through the entire line of rivet holes, and the cross line is visible through the first hole (near the spar). Drill 

the stiffener attach holes through the skin and stiffener, clecoing the skin/stiffener assy to the block as you drill. Con- 

tinue this procedure until you have all the skins and their stiffeners drilled as assemblies. 
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RIVETING THE STIFFENERS TO THE RUDDER SKIN 

 

Disassemble and deburr the holes. BE VERY CAREFUL deburring the thin R-001 rudder skins -- it doesn't take much pres- 

sure or over-enthusiasm to ruin a hole in 0.020 aluminum. Because 0.020 is too thin to machine countersink, it must be 

dimple countersunk. Using C-frame deep-throat dimpler/riveter is the recommended method. Whatever method you 

adopt, remember that the pressure needed to dimple 0.020 is quite low. 
 

Dimple the stiffeners and skin, and prime if desired. Now you are ready to rivet the skin and stiffeners together. BACK- 

RIVETING is the best technique here, as shown in the photos. This is opposite of the usual practice of placing the rivet 

gun on the manufactured head of the rivet and using the bucking bar to form the shop head. In back-riveting, the flush 

head rivets are taped in place with Special Riveting tape --Scotch 811, or similar tape works best (masking or regular 

Scotch tape does not work well) and placed head down on a bucking bar or steel plate. A small flat, cupped, or special 

sliding-sleeve set is used to make the shop head. If you are careful to keep the bucking surface clean, this method al- 

most ensures clean, well- set rivets. 

 

 

 

 
 

Back-riveting the stiffeners to the skins 
 

This builder has assembled a device to hold the back-riveting plate, complete with padding to prevent scratching the 

skins. 
 

Shop tip: We modified his design to incorporate lines on the padding to indicate the area of the plate. Trying to shoot a 

rivet on the edge of the plate, or over the padding, would likely ruin the skin. 
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BUILDING THE RUDDER SKELETON 

 

Locate, drill, and cleco the R-007, R-008, and R-009 reinforcement plates to the R-002 rudder spar. 

 

NOTE: the R-009 lower reinforcement plate attaches on the forward (flange) side of the spar web, while 

the R-007 and R-008 plates attach on the aft side of the spar. 

 

Locate the 3/8ó hole in the center of the 009 lower spar reinforcement, and use a short 3/8 bolt to temporarily 

fasten the R-005 rudder horn in place on the back side of the spar. Make sure the rudder horn is square to the 

centerline of the spar, and final drill all the holes holding the assembly together. Remove the bolt, and slip the R- 

004 rib into place and drill the 004 rib attach holes, along with the 3/8ó hole. Fabricate the .032 shim 

(positioned to square the 005 attach flange to the web of the 002 spar web) and slip it into place, and drill the 

shim attach holes too. 

 

Disassemble the spar, deburr all holes and edges. Prime all the components as desired, including the K- 1000-6 

nutplates. Rivet the components of the spar and the rest of the skeleton together. Do not rivet the counterbal- 

ance skin to the 003/031 rib assy at this time. 
 

Insert the rod ends, and make a trial fit of the skeleton with the vertical stabilizer and check to see that the coun- 

terbalance rib at the top of the rudder clears the top of the stab and the gap between the two is even. 1/8ó clear- 

ance between the counterbalance and the top of the V fin is recommended. 

 

 

 

 

 

 

 

 

 

 

 

Drill & rivet the R-007 & R- 

008 doublers to the rudder 

spar, along with the K1000-8 

nutplates. 
 

The 007 & 008 doubler will 

attach to the aft side of the 

spar as shown. 
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The R-004 rib and .032 

shim fit to the R-005 horn 

as shown. 
 

Shop tip: You can use ma- 

terial removed from the H 

Stab or V Fin skins to fabri- 

cate the shim. 
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A close-up of the 004 rib laying against the 005 

horn. There is 3/32-1/8ó clearance between the 

top edge of the horn flange and the sfc of the web 

on the 004 rib. 
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The horn/root rib/spar assy 

will look like this when all 

parts are drilled & clecoed in 

place. 
 

Remember that the 009 

(lower pivot) doubler is at- 

tached on the fwd side of the 

spar. The other 2 doublers 

will attach on the aft side. 
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Trim the flanges on the R-031 rib to 5/8ó. Drill & rivet the R-031 rib to the R-003 rib (keep the fwd and side flanges 

even). Mark & drill the attach holes for the 003/031 assy in the top of the 002 spar. Locate, drill & cleco the R-003/031 

assy to the 002 spar, checking for the 47.5ó dimension between the bottom surface of the web of the 031 rib and the 

bottom edge of the spar. Locate and drill the reinforcement angle to the aft side of the 002 spar/003/031 rib attach. 

Clamp the R-021 counterbalance skin to the R-003/31 rib assy, with the lower edge of the 021 skin flush with the 
trimmed flanges of the 031 rib. Starting at the leading edge, drill (~1 1/8ó SP) and cleco the counterbalance skin to the 

ribs, stopping your drill pattern at the aft end of the 031 rib (the holes aft of the spar are pre-punched in the rudder skin, 

and you will use the skin to locate the holes in and aft of the spar). At this stage the counterbalance should be left flexible 
so that angle between it and the spar can be adjusted. 

Do not rivet the counterbalance skin to the 003/031 rib assy at this time. 
 

Mark the flange on the R-031 rib as 

shown, and trim the flange to 5/8ó. 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 
Drill & rivet the 031/003 rib 

assy as shown. Use AN470- 

AD4-4 rivets for this assy. 
 

Rivet spacing is ~1 5/8ó. 

See the rudder assy dwgs. 
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Locate, drill & cleco the R-003/031 assy to the 002 spar, checking for the 47.5ó dimension between the bottom surface 

of the web of the 031 rib and the bottom edge of the spar. 

 

 

 

 

 
The additional attach angle 

at the top of the spar will 

position in this area (aft side 

of the spar, at the top) and 

be riveted to both the 003 

rib and the spar. Additional 

fitting & drilling pictures of 

this area are on the follow- 

ing page. 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Be sure all the parts are 

clamped tightly and aligned 

correctly before you drill. 
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Locate and drill the reinforcement angle to the aft side of the 002 spar/003/031 rib attach.  

 
The tip area should look like 

this when finished. 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 
 

Clamp the R-021 counterbalance skin to the R-003/31 rib assy, with the lower edge of the 021 skin flush with the 

trimmed flanges of the 031 rib. Starting at the leading edge, drill (~1 1/8ó SP) and cleco the counterbalance skin to the 

ribs, stopping your drill pattern at the aft end of the 031 rib (the holes aft of the spar are pre-punched in the rudder skin, 

and you will use the skin to locate the holes in and aft of the spar). At this stage the counterbalance should be left flexible 

so that angle between it and the spar can be adjusted. 
Do not rivet the counterbalance skin to the 003/031 rib assy at this time. 

 
I doubt itõs possible to have 

too many clamps holding the 

counterweight skin in place 

while drilling that assy. Be 

sure the skin fits tightly to the 

rib flanges ñ reform the 

flanges as necessary to get a 

good fit. 
 

Do not drill any attach holes 

aft of the spar ñ one line of 

these holes are prepunched 

in the rudder skin 
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Check from the nose of the 

counterweight looking to- 

wards the trailing edge: be 

sure you havenõt twisted this 

area while clamping the skin 

to the ribs. Adjust as neces- 

sary prior to drilling. 
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Start the drill pattern at the 

nose (4 rivets will be used 

here) then proceed along the 

rib flanges. 
 

Rivet spacing: use approxi- 

mately 1 1/8ó along the rib 

flange area. This same spac- 

ing is used on the elevator 

counterweights. 
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The semi-finished counter- 

weight area will look like 

this. 
 

IMPORTANT: Do not rivet 

this area until later, as noted 

in the a assembly instruc- 

tions. 
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COMPLETING THE TRAILING EDGE OF THE RUDDER 

 

As supplied, the R-023 rudder trailing edge doubler is not drilled. Align the R-023 with the trailing edge of the rudder 

skin, allowing the doubler to protrude approx. 1/32ó. Mark the top & bottom ends for trimming, and mark the doubler so 

it can be reassembled in the same manner. Lay the skin face up on a flat work surface with the doubler still aligned with 

the trailing edge. Drill all the doubler attach holes to #40. Use the drilled doubler as a template to carefully drill the trail- 

ing edge in the other skin. Disassemble and deburr the parts. 

 

 

 

 

Once the stiffeners are riveted to the 

skin, you can then drill the trailing edge 

doubler to the skin. Set the first skin up 

as showné 
 

One builder recommended letting the 

doubler protrude .040 or so to allow 

filing the trailing edge (after riveting) to 

a rounded profile. 
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Drill & cleco every third hole, starting in 

the middle of the skin. Come back and 

drill the remaining holes after these 

holes are completed. 
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Use the drilled stiffener to drill the pre- 

punched holes in the trailing edge of 

the remaining skin up to #40. 
 

Be careful to not enlarge the holes in 

the stiffener! 
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JOINING THE RUDDER SKIN TO THE SKELETON 

 

Mark centerlines on the rib & spar flanges. Position and clamp the rudder spar assembly to one skin at the pivot cutouts. 

Lay this assembly on your flat work surface, with the trailing edge overhanging the edge of the surface. Carefully lay the 

other skin in place, and clamp it to the spar. Insert the R-023 TE doubler, and cleco it in place with clecoes every other 

hole. Later, when you rivet the trailing edge, we suggest an alternating rivet method, where every other rivet faces the 

same direction ñ inserting the clecoes in this manner helps with the alternating rivet method. We also suggest you use 

two universal sets when squeezing the rivets, to round over the shop head a bit. This will be appreciated when you are 

cleaning the ship, and your cleaning rag doesnõt keep snagging on the rivet tails. 
 

In final assembly, be sure skin is flat and straight from the spar web to the fwd bend at the trailing edge joggle. It is im- 

portant to avoid tapering or bulging trailing edges. 

 

Install the clecoed and clamped rudder assy in the block fixture. Locate the counterweight skin and cleco and clamp it in 

place with its upper edge flush with the upper edge of the rudder skins. Adjust the spar and root rib so the centerlines are 

visible through the holes in the skin, clamp the skin to the spar and ribs as shown in the photos, and begin drilling the 

skin to the spars & ribs. Drill both skins to the skeleton, using clecoes every other hole. 
 

Drill the counterweight area as shown. Per the rudder dwg, note an additional line of holes should be drilled below the 

prepunched holes aft of the spar ñ mimic the spacing of the prepunched holes. 

 

In final assembly, these additional holes will be riveted first, before the skins are located onto the skeleton for 

final riveting. There is no adequate method to set these rivets once the skins are located onto the skeleton. The 

same methods will be used in the counterweight area of the elevators. 

 
 

Fit the R-010 rudder horn brace between the R-005 and R-004. Clamp and drill. Locate the rudder bottom attachment 

doublers and clamp them in place. Drill them to the skeleton, using the existing holes as drill guides. Disassemble the 

rudder and deburr all the holes. Dimple the skin, counterweight skins, doublers, spar, and ribs. 
 

Be careful that the dimple dies do not drag along the web of the spar and gouge it. It may be-necessary to grind 

a flat side on the dies to obtain the necessary clearance. 

 

Deburr and rivet the R-010 brace to the R-004 root rib and R-005 rudder horn. 

 

Rivet the rudder skins to the counterweight skin (on the bench) in the one area as noted above. Then insert the skeleton 

into the skins and cleco this assembly together in preparation for final riveting. This same procedure will be used on the 

elevators. 

 

Reinstall the rudder in the jig and rivet the skin to the skeleton. A rivet squeezer will reach almost all the rivets, depend- 

ing on the throat depth. Be careful! If holes have been drilled too close to the rib or spar webs, the rivet set may gouge 

these webs while squeezing the rivet. Again, a set may have to be ground flat on one side to avoid this. In the narrow 

spaces at the end of the ribs a narrow bucking bar will be necessary. If one isn't available, these holes may be enlarged 

to 7/64' and MK-319-BS blind rivets may be substituted for the last one or two AN rivets. Both rivets have heads that fit 

the same dimple. 
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This photo shows the fixture blocks use 

to jig the rudder. Be sure the blocks are 

set up plumb. Use 41ó as a center-to- 

center measurement. 
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Luis is drilling the spar to the skins. Start 

your drill pattern in the center and work 

towards either end. As with the counter- 

weight area, be sure to clamp the parts 

tightly, and watch to see that the parts 

donõt shift while you are drilling. 
 

Set the spar up to be about 1/32ó below 

the hinge cutouts. 
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The R-010 support and the R-005 horn 

are prepunched. Attach the support as 

shown, and drill the other end to the R- 

004 rib. Enlarge these holes to #30 

prior to disassembly. 
 

RE-ASSEMBLY: Rivet the R-010 to the 

WEB of the 004 rib PRIOR to inserting 

the skeleton into the skins for final as- 

sembly. 
 

NOTE: The rivets attaching the 010 box 

to the flanges of the 004 rib will be 

AVEX LP4-3 pull-type rivets. 

 

 

 

 

 

 

 

 
 

 

 

 

 

 

 

 

 

 

 

 
Clamp the R-022 doublers in place and 

drill these along the lower edge of the 

skin at the R-004 rib. 
 

Allow for about 1/8ó clearance at the 

R-010 support. 
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The top of you rudder should look like this, except you 

should not have the counterweight skin riveted at this 

time. We will drill out these rivets while the rudder assy is 

taken apart for deburring and dimpling. 
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If you think the small bump 

in the rudder skin caused 

by the counterweight skin is 

unsightly, you can joggle 

the spar to get a better fit 

in this area. See the photo 

below for a final fitup exam- 

ple. 

 

 

 

 

 

 

 

 

 

 

 

 

 

Photo courtesy Tom Martin 
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Riveting the rudder skins to the skeleton 

 

The first rivets will be the line drilled aft 

of the spar and below the tip rib. These 

rivets can be squeezed as shown. 
 

Set up and squeeze one side as shown. 
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Then set up the second side for squeez- 

ing. We laid a 2x2 inside the rudder to 

support the skins during this process. 
 

Shop tip: it might be a good idea to mark 

the rib and spar rivets in this area so you 

do not install rivets in the attach holes 

for those parts. 
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